EXISTING ASPHALT SAWCUT PAVEMENT, TERMINATE
PAVEMENT (TYP) AT PAVER JOINT (TYP)

18" MIN LIMITS OF DISTURBANCE 18" MIN

X

TTTANY \xx

T

EXISTING PAVERS (TYP)
el 1 1/2" ASPHALT CONCRETE TOP COURSE
NYSDOT TYPE 7F, ITEM 403.1901
| ”
3" ASPHALT CONCRETE BINDER COURSE
EXCAVATION LIMITS | NYSDOT TYPE 3, ITEM 403.13

12" SUBBASE COURSE
NYSDOT TYPE 2, ITEM 304.03

TRENCH BACKFILL, BACKFILL | |

IN 6” LIFTS, COMPACT PER N )
SPECIFICATIONS >~ — — — — — —

NOTE:
1. HISTORIC DISTRICT LIMITS:

MADISON AVENUE: LARK STREET TO THE HUDSON RIVER
LARK STREET: MADISON AVE TO CLINTON AVENUE
CLINTON AVENUE: LARK STREET TO HUDSON RIVER

2. IF LIMITS OF TRENCHING EXCEEDS 50 FEET,
CONTRACTOR SHALL COMPLETE CURB TO CURB
MILLING PER CITY DETAILS

5. ALL PAVEMENT MARKINGS DISTURBED SHALL BE
RESTORED TO THE SATISFACTION OF THE CITY

4. ALL JOINTS TO BE SEALED WITH ASPHALT
EMULSION (AC—20) NYSDOT ITEM 702—-0500 NO SCALE

CITY OF ALBANY DIVISION OF ENGINEERING
STANDARD DETAILS

DETAIL NAME:

STREET RESTORATION — GRANITE /BRICK
PAVEMENT OUT OF HISTORIC DISTRICT

Gerald D. Jennings, Mayor
Deirdre J. Rudolph P.E., City Engineer

DETAIL No. FILE NAME: DATE ISSUED REVISION DATE
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